Qemu general settings tab:
Path to Qemu: “your patched qemu”
everything else default

Qemu tab:
binary image: “patched qemu”
everything else default

Thiết lập như hình bên dưới ở tab General Setting: (Chú ý đường dẫn cho các mục sau: qemuwrapper, qemu, qemu-img)
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Qemunrapper

Path (qemunrapper.exe on Windows else qemunrapperpy):

[C: Program Fies|GS3\emunrapperexe

Working drectory:

[Cimp.

Path to gemu (not used for PIX):

(C: Program Fles|GNS3\gemu.exe:

'Dynagen management console for Dynamips (adapts

Copyrioht (c) 2008 GIs3 Project

-

Path to gemuimg (ot used for PIX):

|C:\Program Files\GNS3\gemu-mg.exe

Bind Qemu Manager with:  [locahost





Trong tab ASA cấu hình như hình bên dưới: (Chú ý mục ‘ASA Specific Settings’)

ASA tab:
Memory: 256
NIC: e1000
Qemu: -hdachs 980,16,32 -vnc :1

ASA specific settings:
initrd: asa802-k8.initrd.gz
kernel: asa802-k8.vmlinuz
kernel cmd line: “default”
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ASA Settings.

Memory: 2%

e fe1000

Qemu Optons: [-hdachs 380,16,32 - 11

[ se kQemu
00 use KvM @Linux Orly)

ASA SpecificSettings

'Dynagen management console for Dynamips (adapts
Copyrioht (c) 2008 GIs3 Project

-

Inird: C:\Unpacklasa80246.nitd g2

Kerel: (C:\Unpack\asa802+48.vminuz.

|auto console=tty50,9600 bigphysarea=1638+de 1=noprobe





