rommon #5> set

ROMMON Variable Settings:

  ADDRESS=192.168.1.2

  SERVER=192.168.1.1

  GATEWAY=192.168.1.1

  PORT=Ethernet0/0

  VLAN=untagged

  IMAGE=asa803-k8.bin

  CONFIG=

  LINKTIMEOUT=20

  PKTTIMEOUT=4

  RETRY=20

rommon #6> sync

Updating NVRAM Parameters...

rommon #7> erase all

About to erase the selected device, this will erase

all files including configuration, and images.

Continue with erase? y/n [n]: y

Erasing Disk0:

....................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................

rommon #8> tftp

ROMMON Variable Settings:

  ADDRESS=192.168.1.2

  SERVER=192.168.1.1

  GATEWAY=192.168.1.1

  PORT=Ethernet0/0

  VLAN=untagged

  IMAGE=asa803-k8.bin

  CONFIG=

  LINKTIMEOUT=20

  PKTTIMEOUT=4

  RETRY=20

tftp asa803-k8.bin@192.168.1.1 via 192.168.1.1

!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!

Received 14635008 bytes

Launching TFTP Image...

Cisco Security Appliance admin loader (3.0) #0: Tue Nov  6 23:01:24 MST 2007

Loading...

€mount: Mounting /dev/hda1 on /mnt/disk0 failed: No such device or address

mount: Mounting /dev/hda1 on /mnt/disk0 failed: No such device or address

Processor memory 188010496, Reserved memory: 20971520 (DSOs: 0 + kernel: 20971520)

Guest RAM start: 0xd3800080

Guest RAM   end: 0xdd400000

Guest RAM   brk: 0xd3801000

IO memory 39403520 bytes

IO memory start: 0xd0fff000

IO memory   end: 0xd3593000

Total SSMs found: 0

Total NICs found: 10

88E6095 rev 2 Gigabit Ethernet @ index 09 MAC: 0000.0003.0002

88E6095 rev 2 Ethernet @ index 08 MAC: 001e.be9e.431e

88E6095 rev 2 Ethernet @ index 07 MAC: 001e.be9e.431d

88E6095 rev 2 Ethernet @ index 06 MAC: 001e.be9e.431c

88E6095 rev 2 Ethernet @ index 05 MAC: 001e.be9e.431b

88E6095 rev 2 Ethernet @ index 04 MAC: 001e.be9e.431a

88E6095 rev 2 Ethernet @ index 03 MAC: 001e.be9e.4319

88E6095 rev 2 Ethernet @ index 02 MAC: 001e.be9e.4318

88E6095 rev 2 Ethernet @ index 01 MAC: 001e.be9e.4317

y88acs06 rev16 Gigabit Ethernet @ index 00 MAC: 001e.be9e.431f

INFO: Unable to read firewall mode from flash

       Writing default firewall mode (single) to flash

Running Activation Key: 0x00000000 0x00000000 0x00000000 0x00000000 0x00000000 

This activation key is not valid, use default settings only

Encryption hardware device : Cisco ASA-5505 on-board accelerator (revision 0x0)

                             Boot microcode   : CN1000-MC-BOOT-2.00 

                             SSL/IKE microcode: CNLite-MC-SSLm-PLUS-2.01

                             IPSec microcode  : CNlite-MC-IPSECm-MAIN-2.04

i2c_write_byte_w_suspend() error, slot = 0x0, device = 0x40, address = 26 byte count = 1. Reason: I2C_UNPOPULATED_ERROR

  --------------------------------------------------------------------------

                                 .            .                             

                                 |            |                             

                                |||          |||                            

                              .|| ||.      .|| ||.                          

                           .:||| | |||:..:||| | |||:.                       

                            C i s c o  S y s t e m s                        

  --------------------------------------------------------------------------

Cisco Adaptive Security Appliance Software Version 8.0(3) 

  ****************************** Warning *******************************

  This product contains cryptographic features and is

  subject to United States and local country laws

  governing, import, export, transfer, and use.

  Delivery of Cisco cryptographic products does not

  imply third-party authority to import, export,

  distribute, or use encryption. Importers, exporters,

  distributors and users are responsible for compliance

  with U.S. and local country laws. By using this

  product you agree to comply with applicable laws and

  regulations. If you are unable to comply with U.S.

  and local laws, return the enclosed items immediately.

  A summary of U.S. laws governing Cisco cryptographic

  products may be found at:

  http://www.cisco.com/wwl/export/crypto/tool/stqrg.html

  If you require further assistance please contact us by

  sending email to export@cisco.com.

  ******************************* Warning *******************************
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