1002-ERGF5-C-08#sh int status

Port      Name               Status       Vlan       Duplex  Speed Type

Fa0/1                        connected    12         a-full  a-100 10/100BaseTX

Fa0/2                        connected    12         a-full  a-100 10/100BaseTX

Fa0/3                        connected    12         a-full  a-100 10/100BaseTX

Fa0/4                        notconnect   12           auto   auto 10/100BaseTX

Fa0/5                        connected    12         a-full  a-100 10/100BaseTX

Fa0/6                        connected    12         a-full  a-100 10/100BaseTX

Fa0/7                        notconnect   12           auto   auto 10/100BaseTX

Fa0/8                        notconnect   12           auto   auto 10/100BaseTX

Fa0/9                        notconnect   12           auto   auto 10/100BaseTX

Fa0/10                       err-disabled 12           auto   auto 10/100BaseTX
Fa0/11                       notconnect   12           auto   auto 10/100BaseTX

Fa0/12                       notconnect   12           auto   auto 10/100BaseTX

Fa0/13                       connected    12         a-full  a-100 10/100BaseTX

Fa0/14                       connected    12         a-full  a-100 10/100BaseTX

Fa0/15                       notconnect   12           auto   auto 10/100BaseTX

Fa0/16                       notconnect   12           auto   auto 10/100BaseTX

Fa0/17                       notconnect   12           auto   auto 10/100BaseTX

Fa0/18                       notconnect   12           auto   auto 10/100BaseTX

Fa0/19                       notconnect   12           auto   auto 10/100BaseTX

Fa0/20                       notconnect   12           auto   auto 10/100BaseTX

Fa0/21                       notconnect   12           auto   auto 10/100BaseTX

Fa0/22                       notconnect   12           auto   auto 10/100BaseTX

Fa0/23                       notconnect   12           auto   auto 10/100BaseTX

Fa0/24                       notconnect   12           auto   auto 10/100BaseTX

Gi0/1     Connect To 1002-ER connected    trunk      a-full a-1000 10/100/1000BaseTX

Gi0/2     Connect to CORE    connected    trunk      a-full a-1000 1000BaseSX SFP

1002-ERGF5-C-08#sh logging

Syslog logging: enabled (0 messages dropped, 0 messages rate-limited, 0 flushes, 0 overruns, xml disabled, filtering disabled)

No Active Message Discriminator.

No Inactive Message Discriminator.

    Console logging: level debugging, 596 messages logged, xml disabled,

                     filtering disabled

    Monitor logging: level debugging, 0 messages logged, xml disabled,

                     filtering disabled

    Buffer logging:  level debugging, 596 messages logged, xml disabled,

                    filtering disabled

    Exception Logging: size (4096 bytes)

    Count and timestamp logging messages: disabled

    File logging: disabled

    Persistent logging: disabled

No active filter modules.

    Trap logging: level informational, 568 message lines logged

        Logging Source-Interface:       VRF Name:

Log Buffer (4096 bytes):

ping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.699: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12d.c5dd in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.699: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9ae8 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.699: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d130.1d92 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.699: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d130.1d90 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.699: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9ad8 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.707: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12d.c5ef in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.707: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12d.c5f0 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.707: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9ada in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.732: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9abd in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.732: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d130.1d97 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.732: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9a53 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.766: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12d.c5f9 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.841: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12d.c5c3 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.841: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9a52 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.841: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12d.c5c2 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.841: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12d.c5dc in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.841: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9ae6 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.841: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12d.c5f3 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.900: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.1a05 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.900: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9ade in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.900: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.1a04 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.900: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9ad7 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.900: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d130.1d95 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.900: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9a7a in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.900: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9a7e in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.967: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d130.1da3 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:01.967: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9ae0 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:02.001: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d12f.9ad3 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:02.034: %SW_MATM-4-MACFLAP_NOTIF: Host 0002.d130.1e13 in vlan 12 is flapping between port Fa0/10 and port Gi0/1

Dec 06 07:02:09.131: %ETHCNTR-3-LOOP_BACK_DETECTED: Loop-back detected on FastEthernet0/10.

Dec 06 07:02:09.131: %PM-4-ERR_DISABLE: loopback error detected on Fa0/10, putting Fa0/10 in err-disable state
Dec 06 07:02:10.146: %LINEPROTO-5-UPDOWN: Line protocol on Interface FastEthernet0/10, changed state to down

Dec 06 07:02:11.144: %LINK-3-UPDOWN: Interface FastEthernet0/10, changed state to down
